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AMENDMENTS 

In the claims: 

Please replace pending claims 1, 1 1, 21, 30, 35, and 36 with the following corresponding 
replacement claims (see attached sheets in the Appendix hereto for marked up claims). 




C 



1. (Amended) A programmable medical device, comprising: 
a display device; 

an input device for allowing a user to inpijf commands to control the programmable 
medical device, the input device comprising: 

a routine, responsive to a status of tHe programmable medical device and without user 
input, for generating a display of a plurality of entry keys disposed in a spatial configuration and 
for selectively displaying on the display device only those entry keys which are required by the 
status for inputting commands to me programmable medical device during each phase of control 
or programming; and 

a selector for allowing^ user to activate the displayed keys to allow the user to input 
commands to control operation of the programmable medical device. 



J jfft / (^ menc * e d) A programmable medical dev)6e, comprising: 
/ a display device; 

an input device for allowing a user to inpyf commands to control the programmable 
medical device, the input device comprising: 
^ a plurality of entry keys disposed in a/spatial configuration; 

a routine, responsive to a status of me programmable medical device and without user 
input, for selectively enabling only thoser entry keys which are required by the status for 
inputting commands to the programnjfible medical device. 
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21. (Amended) A controller for controlling a programmable medical device comprising: 
a display device; 

a routine, responsive to a status of th6 programmable medical device and without user 
input, for generating a display of a plurality of entry keys disposed in a spatial configuration and 
for selectively displaying on the display device only those entry keys which are required by the 
status for inputting commands to th^programmable medical device during each phase of control 
or programming; and 

a selector for allowing abuser to activate the displayed keys to allow the user to input 
commands to control operation of the programmable medical device. 




30. (Amended) A medical apparatus comprising: 

a programmable medical device, the programmable medical device being disposed at a 
first location and comprising: 

an input device for allowing a user to irfput commands to control the medical device, the 
input device having a plurality of entry keys/disposed in a spatial configuration; and 

a remote controller for monitoringyand controlling the programmable medical device, the 
remote controller being positionable at ^second location remote from the first location but in 
communication therewith, the remote ^controller comprising: 
a display device; 

a routine, responsive to a status of the programmable medical device and without user 
input, for generating a display of a plurality of virtual entry keys disposed in a spatial 
configuration and for selectively displaying on the display device only those virtual entry keys 
which are required by the status for inputting commands to the programmable medical device 
during each phase of control or programming; and 

a selector for all/wing a user to activate the displayed virtual entry keys to allow the user 
to input commands to/6ontrol operation of the programmable medical device. 
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(p / 35. (Amended) A method for controlling a programmable medical device, the 
programmable medical device having a display device, an h/put device for allowing a user to 
input commands to control the programmable medical device, the input device having a routine, 
responsive to a status of the programmable medical deyce and without user input, for generating 
a display of a plurality of entry keys disposed in a spatial configuration and for selectively 
displaying on the display device only those entry ke^s which are required by the status for 
inputting commands to the programmable medical oevice; and a selector for allowing a user to 
activate the displayed keys to allow the user to input commands to control operation of the 
programmable medical device, comprising the steps of: 

determining the status of the programmable medical treatment device; 

selecting those entry keys which are required by the status for inputting commands to the 
programmable medical device; and 

displaying only those entry keys wljfich are required by the status for inputting commands 
to the programmable medical device. 

36. (Amended) A method for Controlling a programmable medical device, the 
programmable medical device having a display device, an input device for allowing a user to 
input commands to control the programmable medical device, the input device having a plurality 
of entry keys disposed in a spatialrconfiguration; and a routine, responsive to a status of the 
programmable medical device and without user input, for selectively enabling only those entry 
keys which are required by theystatus for inputting commands to the programmable medical 
device comprising: 

determining the states of the programmable medical device during each phase of control 
or programming; 

selecting those erftry keys which are required by the status for inputting commands to the 
programmable medica/device; and 

enabling only those entry key which are required by the status for inputting commands to 
the programmable inedical device. 



